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(PM)  and  its metal  concentration  in  ambient  air  of  the New Orleans Historic District.  Both, 
PM10  (PM  less  than  10 micron  in  size)  and  PM2.5  (PM  less  than  2.5 micron  in  size) were 




This  study  demonstrated  that  the  ambient  air  of  the  New  Orleans  Historic  District  is  in 



























































Environmental  Protection  Agency  (EPA)  through  the  National  Ambient  Air 
Quality  Standards  (NAAQS).  Criteria  pollutants  are  defined  as  those  air 
pollutants  for  which  NAAQS  have  been  established  due  to  their  high 
potentiality  to  deteriorate  human  health  and  the  environment.  Particulate 




is  the  one  formed  by  particles with  aerodynamic  diameter  equivalent  to  or 
smaller  than 2.5 µm. Therefore, NAAQS differentiates “coarse”, or  inhalable, 
particles  suspended  in  the  air  from  “fine”,  or  respirable,  particles.  Coarse 
particles, with  an  aerodynamic  diameter  between  2.5  and  10  µm,  could  be 
trapped  in  the  mucociliary  clearance  mechanism  of  the  upper  respiratory 
system  epithelia  cells.  On  the  other  hand,  fine  particles,  might  bypass 
mucociliary clearance mechanism of the upper respiratory system. Those fine 
particles can reach the deepest respiratory recesses and cause serious damage 
to  pulmonary  alveoli.  This  situation  is  grimmer  when  PM2.5  present  a  high 
concentration of heavy metals because these substances accumulate  in body 
tissues.  
Additional  to  the  potential  hazardous  characteristics  of  PM2.5/10  to  human 
health, these pollutants also affect the human welfare. As stated by the EPA, 
human welfare air quality standards are those not related to health effects of 
pollution but  to  its visual and economic consequences  instead,  that diminish 
enjoyment of  life. Reduction of visibility due  to  formation and persistence of 
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 fog  has  been  demonstrated  in  relationship  with  the  amount  of  particulate 
matter  in the ambient air of polluted areas. Moreover, deposition of particles 
reduces  aesthetic  appeal  of  historic  national  monuments  like  statues  and 
buildings. 
Edifications and artistic artifacts need deeper and more frequent maintenance 
in  polluted  areas  because  some  PM  specimens  can  intensify  the  chemical 
effect of other pollutants. For instance, corrosion due to acid rain is stronger in 
areas with ambient air rich in PM with heavy metals. Likewise, previous studies 
have demonstrated  the  relationship between  rapid deterioration of ambient 
air quality and high concentrations of heavy metals as PM2.5. 
A  common  method  to  estimate  the  PM  content  in  ambient  air  is  the 
gravimetric analysis of  the  filters  from a known volume of  sampled ambient 
air.  The  Andersen  Dichotomous  Sampler  will  collect  air  containing  PM2.5/10 
when operated correctly. At the end of the collection period, the Dichotomous 
Sampler will  contain  two  filters,  one with  fine  particles  and  the  other with 
coarse particle. If the  instrument has been calibrated perfectly,  it will be easy 
to determine  the volume of air  sampled by multiplying  the  flow  rate by  the 
total  collection  time.  PM  concentrations  are  obtained  by  the  gravimetric 
analysis of  the  filters. Once PM  is collected on Teflon  filters,  these  filters are 




study  focuses on  the metals concentrations  in  the ambient air of  the French 
Quarter area. Previous studies focuses in the PM concentration in the ambient 







several  residences  and  businesses,  and  close  proximity  to  petrochemical 
industrial sites that can represent a risk to the general public and the historic 
monuments of the New Orleans down town area.  
The  present  report  was  divided  in  four  chapters  plus  their  corresponding 
appendices  sections.  Chapters  1  through  3  include  various  topics  of  thesis: 




























• Measurement of particulate matter  (PM) concentration  in Ambient Air 
of the New Orleans Historic District 
• Measurement  of  the  metals  and  heavy  metals  concentration  in  the  
airborne particulate of the New Orleans Historic District  





















The  Environmental  Protection  Agency  (EPA)  is  the  Federal  organization  in 
charge of protecting  the quality of  the Ambient Air  in  the United States. The 
EPA defines ambient air as  the section of air not  restricted by any means or 
barriers that can be accessed by the general public. Under this definition, the 
air outside  the walls enclosing a car‐body shop,  for  instance, will be ambient 




it  is  ambient  air,  regardless  of  whether  it  is  located  in  Texas,  Florida,  or 
Washington State.  In  fact, currents of air move  from county  to county  inside 
each  state  or  from  state  to  state  across  the  nation  as  a  consequence  of    
world‐wide climate patterns, which  ignore city or state  limits. Therefore,  it  is 














One  of  the  greatest  contributions  made  by  meteorology  to  the  study  of 
ambient air quality is the determination of atmospheric stability. Atmospheric 
stability is the resistance of sections of air at different heights to mix with each 
other  vertically.  Vertical  mixing  of  parcels,  or  sections  of  air,  occurs  as  a 
consequence of the adiabatic processes undergone by these parcels. On a clear 
summer day, incoming solar radiation hits the hearth surface and increases its 






of  a  chimney will  occur with  greater  or  lesser  extent  depending  on  specific 
characteristics  of  the  atmosphere  surrounding  the  exhaust  pipe.  The 
combination  of  these  atmospheric  characteristics  is  known  as  atmospheric 















The  intervention  of  the  federal  government  in  ambient  air  quality  and 
environmental  issues  has  changed  greatly  in  the  past  five  decades.  This 
intervention began  in 1955 with  the  creation and  implementation of  the Air 
Pollution  Control Act. At  that  time,  the  federal  government  functioned  as  a 
mere sponsor for the creation of technology applicable to diminish the amount 
of  pollutants  being  emitted  by  industries  into  the  atmosphere.  A  few  years 






























































































































































































Historically,  environmental  laws  and  regulations  regarding  air  quality  have 
been designed to regulate one of the two aspects of this topic, the amount of 
pollutant  in  the  ambient  air  or  the  amount  of  pollutant  being  emitted. 
Standards related to ambient air fall under the Ambient Air Quality Standards 
(AAQs) category, and are specified in units of mass of pollutant per volume of 
ambient  air,  µg  SO2/m^3  air,  for  instance. On  the  other  hand,  the  second 
group  of  laws,  or  environmental  standards,  concern  to  the  amount  of 
pollutant being  emitted by  a particular  source,  and  are  called performance 
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 standards.  These  performance  standards  are measured  in  unit  amount  of 






for  their  concentration  in  the  ambient  air  in  order  to  define  a 
geographic region as an attained or not attained area. Those pollutants 
are sulfur dioxide (SO2), nitrogen dioxide (NO2), carbon monoxide (CO), 
particulate matter  (PM10 and PM2.5), particulate  lead  (Pb), and ozone 
(O3).  Those  pollutants  are  further  defined  as  primary  or  secondary, 
pollutants depending on whether they are released  in  its contaminant 
form or  if they are a product of a chemical reaction between released 
specimens.  Four  of  the  primary  criteria  pollutants  are  continuously 
released  in  the  US;  these  pollutants  are  SO2,  NO2,  CO,  PM.  The 
remaining primary criteria pollutant, Pb,  is banned  in the US territory. 






to  the  safeguarding  of  artistic  monuments,  protection  of  national 
buildings,  maintaining  good  visibility,  preservation  of  recreational 










SO2 Annual arithmetic mean  0.03 ppm   
  24 hrs average  0.14 ppm   
    3 hrs average    0.50 ppm 
NO2 Annual arithmetic mean  0.053 ppm  Same as primary 
        
CO  1 hrs average  35 ppm   
  8 hrs average  9   ppm   
PM10 Annual arithmetic mean                    
      (*1)   
  24 hrs average  150 µg/m3    (*2) Same as primary 
PM2.5 Annual arithmetic mean  15 µg/m
3       (*3) Same as primary 
  24 hrs average  35 µg/m3       (*4) Same as primary 
O3 1 hrs average  0.12 ppm  Same as primary 
  8 hr Maximum  0.085 ppm  Same as primary 
Lead  Quarterly Average  1.5 µg/m3 Same as primary 





(*3)  To  attain  this  standard,  the  3‐year  average  of  the weighted  annual mean  PM2.5 
concentrations  from  single  or  multiple  community‐oriented  monitors  must  not 
exceed 15.0 µg/m3








source.  The  EPA  establishes  performance  standards  for  a  source 
depending  on  the  date  that  source  was  built.  If  the  source  was  in 
operation  prior  to  the  date  of  law  promulgation,  September  18th  of 




















The  Pollution  Standards  Index  (PSI)  was  a  numerical  resource 
implemented  in  the CAAA of 1977  to describing  the overall quality of 
the ambient air. The EPA designed this arbitrary air quality assessment 
system  based  on  the  ambient  air  concentration  of  five  different 
pollutants: PM10, SO2, NO2, CO, and O3. Then, the concentration of each 
of  the six subindexes  is  related  to a numerical value, and  the highest 
subindex  value  is  chosen  to  represent  the  overall  air  quality  of  the 
ambient  air.  In  July  of  1999,  the  EPA  replaced  the  PSI with  the  Air 
Quality  Index  (AQI)  to  tighten  the  regulations,  include  PM2.5  in  the 
standards, and change to a name not related to Polluted Areas, but to 


























0  0  0  0  N/A  0  N/A  0 
50  55  15.5  0.035  N/A  4.5  N/A  0.060 
100  155  40.5  0.145  N/A  9.5  0.125  0.076 
200  255  65.5  0.225  N/A  12.5  0.165  0.096 
300  355  150.5  0.305  0.65  15.5  0.205  0.116 
400  425  250.5  0.605  1.25  30.5  0.405  N/A 


























have  a  diameter  of  about  0.0002  µm,  while  particulates  could  range  from 
0.001 µm to up to 500 µm in size. Due to the large range in particulate size, the 
study of their translational behavior, their effects on the human body, and the 
effect  of  these  pollutants  in  the  environment  has  been  segregated  into 
different  categories  depending  on  the  aerodynamic  size  of  the  particle  in 
question.  The  aerodynamic  size  of  a  particle  is  an  approximation  used  to 
simplify  its  size  description,  because  it  will  be  impossible  to  describe  the 
volume  of  a  group  of  particles with  only  one  value  if  they  are  not  perfect 
spheres.  In practice, air borne particles  rarely have spherical shape. Actually, 





Most of  the  current  studies on particles or particle matter  fall between  the 
following size distribution: from 0.1 to 1 µm, from 1 to 2.5 µm, from 2.5 to 10 
µm, from 10 to 500 µm, and/or from 0.01 to 500 µm.  
Likewise,  particles  are  also  defined  as  primary  or  secondary,  depending  on 
their origin or method of formation. Particles that are suspended  in the air  in 
the  same  stage  (or  form)  they were emitted  are primary particulates;  these 
particles are usually generated from abrasion and mechanical friction between 
solid objects. On  the other hand, secondary particulates are  those  formed  in 






For  environmental,  regulatory,  and  toxicological  study  purposes,  fine 
particles  are  those  with  aerodynamic  diameter  equivalent  or  smaller 
than 2.5 µm; this group of pollutants is also known as PM2.5 and is mainly 
generated  during  combustion  of  liquid  hydrocarbons,  coal,  and wood. 
Fine particles are also  created by  chemical  reaction  in  the atmosphere 
when  gaseous  released  pollutants,  like  sulfur  dioxide  and  nitrogen 
dioxide, are exposed to sunlight. Then, the presence of  fine particles  in 
the  ambient  air  is, most of  the  time,  a  consequence of  anthropogenic 
activities. 
On  the  other  hand,  coarse  particles  are  those  with  an  aerodynamic 
diameter between 2.5 and 10 µm;  these bigger particles are  related  to 
PM10  to  some  extent  because  PM10  includes  all  the  particles  with 
diameter equal or smaller that 10 µm. PM10 refers to the group made by 
coarse and  fine particles  together. Common sources of coarse particles 
include windblown  dust,  abrasion  or  fragmentation  of  solid materials, 
solid  products  of  incomplete  combustion,  sea  spray,  and  aerosols 
(Kavouras, March 2001).  
In  addition  to  PM2.5  and  PM10,  there  is  another  group  of  particulate 
pollutants  that has been  studied by  the  EPA  in  the past;  this  is  called 
Total  Suspended  Particles  (TSP);  this  group  includes  suspended  solids 









The  size  and  composition  of  particulate  matter  will  determine  the 
density  and  aerodynamics of  the particles,  then, define  the dispersion 





air  is  the  respiratory system. Therefore,  the study of PM health effects 
has been  centered on  the way  these pollutants  invade  the  respiratory 
tracts. Coarse particles are commonly called  inhalable particles because 
their  size and density will allow  them  to  travel  through  the  respiratory 
system aggravating several respiratory afflictions  like asthma. However, 
coarse particles might be caught by the ciliated stratified epithelium cells 
lining  the  inner  wall  of  the  trachea,  bronchi,  and  other  respiratory 
airways.  On  the  other  hand,  it  has  been  demonstrated  that  the  fine 
particles might  travel  through  the deepest passages of  the  respiratory 
system to the pulmonary alveoli blocking them, or, even worse, passing 











People at either end of  the  life span, children or  the elderly, are more 
susceptible  to  particulate matter.  Three  specific  factors make  children 
more  susceptible  to  exposure  to  suspended  particles  in  the  air  than 
adults.  The  respiratory  system  of  children  is  still  developing  and  their 
tissues  are  more  susceptible  to  irritant  agents  like  sulfuric  acids  or 
partially  volatile  compounds.  Additionally,  the  average  school  and 
preschool kids spend more time outdoors than the average young adult 
of urban areas.  Therefore,  city  kids  are directly exposed  to particulate 
pollutants  for  longer  and  more  frequent  periods  of  time  than  less 
sensitive sectors of the population. Finally, children breathe 50 percent 
more air per pound of body weight than adults.   
The  elderly  are  also  seriously  affected  by  particulate matter  because 
their tissues are less responsive to irritation and regenerate more slowly 
than  those  of  young  adults.  Therefore,  it  is  common  to  see  a  senior 
patient  frequently  returning  to  the hospital  to be  treated  for  the same 
respiratory  effect when  they have been  exposed  to particulate matter 













Metals  and  heavy  metals  are  generally  solid  substances  at  ambient 
temperature  that  cannot  be  synthesized  or  broken  down  by  any  biological 
process. Metals  are  released  into  the  environment  as  particulate matter  by 
fragmentation  of  bigger  pieces  in  industrial  processes  and  can  surprisingly 
travel large distances as airborne particles before settling down to the ground.  
Heavy metals  are,  instead  released  into  the  atmosphere  in  small  amounts 
(traces)  in the exhaust of combustion processes. Combustion gases can travel 
even  further  distances  than  industrial  dusts  due  to  the  buoyancy  effect 





Some metals  like  Iron, Magnesium, and Zinc are  required  in very  small 
amounts by  the human body  for  its normal physiological activities but 
will  cause  a  wide  range  of  adverse  effects  in  excess  concentration. 
Additionally, other elements  like  Lead, Mercury, and Plutonium  (heavy 
metals) are clearly  identified as detriments for the human health at any 
concentration  level;  These  heavy  metals  exhibit  negative  inotropic 
(decrease  in  the  strength  of  muscular  contraction)  and  dromotropic 
(impairing of electrical impulses conduction in the heart) effect that can 
seriously  alter  normal  cardiovascular  activities.  The  Cardiotoxic 






 Metals  and  heavy  metals  can  be  present  in  the  particulate  matter 
suspended  in  the  ambient  air  of  urban  areas.  Likewise, metals  can  be 
absorbed in the human body through the respiratory system. Therefore, 
the  EPA  has  set NAAQSs  to  guard  human  health  in  the US  (Klaassen‐
Watking, 2003).  
 
For  the  specific  case  of Nickel,  several  studies  have  demonstrated  its 
relationship with cardiovascular  failure and even premature death, but 
the  biomechanics  through which  it  occurs  is  still  not well  understood 




Besides  preventing  public  health  from  deterioration,  the  EPA  also 
watches  over  human  welfare.  As  mentioned  in  Table  1,  air  quality 
standards are  set  to guarantee normal development of  those activities 
that promote  life enjoyment. This means  that pollution  levels  that are 
not  high  enough  to  concern  human  health  might  still  deteriorate 
historical monuments, art sculptures, paintings, natural park vegetation, 
crops, cattle, and recreational water reservoirs (EPA, October 2004).  





unframed  tapestries,  and  unvarnished  paintings,  they  can  never  be 
removed  without  affecting  the  settling  surface.  Some  big  (coarse) 
19 
 
 particles  can  be  removed with  a  current  of  air,  but  elemental  carbon 









mind  that  for  European  standards,  buildings with  historic  interest  are 
commonly one thousand, or more, years old. When those buildings were 
erected, materials used  in  that  time where  lest  resistant  than modern 
construction  materials.  Some  of  the  effects  directly  related  to 
concentration  of  ambient  SO2,  NO2,  PM,  heavy metals,  and  VOC  are 
soiling, corrosion, disruption, and black and white crusts. Furthermore, 
several  European  studies  have  demonstrated  that  the  rate  of 
















privateers,  and pirates  shared  a place on  earth. Consequently, New Orleans 
became part of the Spanish Empire  in 1763; period of time when most of the 
current  New  Orleans  historic  architecture  was  built,  from  1763  to  1801. 
Spanish occupancy ended when New Orleans was re‐conquered by Napoleon 
Bonaparte and became a French colony once more. In 1803, Napoleon sold the 
Louisiana  territory  to  the  United  States  of  America  under  the  “Louisiana 
Purchase”. This transaction was executed for a little more than $23 million and 
included  an  area  of  828,800  square miles  extending  from  New  Orleans  to 
Canada.  The  Louisiana  territory  sold  to  the US  covered what  are  today  the 












The Dichotomous Sampler used  in  this study was designed and  fabricated by 
Andersen  Sampler  Inc.  (ASI)  in  collaboration  with  General  Metal  Works 
(GMW), and was distributed by Thermo Andersen. However, Thermo Andersen 
was purchased by Thermos Scientific; currently,  this  last company  is  the one 
providing  spare  parts  and  technical  support  for  the  Anderson  Dichotomous 
Sampler Model  240. Moreover,  the  Dichotomous  Sampler  can  be  used  to 
generate  and  present  data  to  the  Environmental  Protection  Agency  once 
requirements  for  the  Federal Reference Method  (FRM)  are  fulfilled.  Table  6 

































Inside  the  sampling module,  in  the  virtual  impactor  chamber,  the  inlet 
flow  is further divided  in two currents. One current contains only coarse 
particles and  the other  contains only  fine particles. Each  section of  the 
inlet flow  is forced through a different 37mm Teflon filter which collects 
the corresponding sized particulate matter. Figure 2 shows a drawing of 
the  sampling module with  the  tripod  structure on which  it  is mounted. 
The whole sampling module is 4 feet tall and weighs 15 pounds.  
From the sampling module, two pipes connect the filtration chambers to 
the  flow controlling module, one  for coarse particles and  the other one 
for  fine  particles.  In  the  flow  controlling  module,  there  are  two 
rotameters  controlling  total  flow  (16.7  L/min) and  coarse particles  flow 
(1.67  L/min).  Figure 3  shows a drawing of  the  flow  controlling module, 

























The  Andersen  Dichotomous  Sampler  selectively  collects  particles 
suspended  in  ambient  air  based  on  their  aerodynamic  size  and  the 
principle of  inertia. At  the  inlet of  the  sampling module, ambient air  is 
forced into the equipment at the exactly flow rate of 16.7 L/min. At this 
flow  rate, particles  larger  than 10µm are not able  to make  the violent 
turn of direction, and are,  therefore,  separated at  the  inlet point. At a 
different  flow  rate,  the  linear  velocity of  the  sampled particles will be 
different,  and  the  inertia  of  those  particles  will  also  be  different. 
Therefore, the size of sampled particle depends on the volumetric  flow 
of the instrument.  
Particles  larger  than 10µm  in  the ambient air will  continue  their  linear 
trajectory  due  to  their  larger  mass  (larger  mass  =  strong  inertia  at 






L/min.  At  this  point,  only  particles  of  aerodynamic  size  of  2.5µm  or 
smaller will  be  able  to make  the  violent  turn  off  direction  to  the  fine 
particle collection chamber, which ends at  the  fine particles  filter, a 37 
mm Teflon filter. Particles  larger than 2.5µm will not be able to pass to 
the fine particles chamber due to their  inertia, and they will continue a 





 Figure  4  present  a  scheme  of  the  virtual  impactor  in  the  Andersen 
Dichotomous  Sampler  extracted  from  the  1997  EPA  document 
EPA/600/4‐77‐027a  named  Monitoring  PM10  in  Ambient  Air  Using  a 
Dichotomous Sampler. 













The only  filters approved by  the EPA FRM are  the 37mm Teflon  filters, 
part  number  SA240PR25  or  SA240PR100.  Teflon  filters must  never  be 
touched  with  bare  hands,  since  skin  oils  on  the  fingertips  will  affect 
measurement.  Therefore,  Teflon  filters  are  to  be  maintained 
encapsulated  in  the  polyolefin  rings  when  taken  to,  and  from,  the 
sampling  site. Additionally,  they must be handled with  tweezers  in  the 
laboratory.  Figure 5 shows one of the Teflon filters inside a tallow ring. 
 













 The  water  content  of  the  air  can  also  pose  another  source  of  error 
because water trapped in the filter might or might not evaporate causing 
different  reading  for  filter  with  the  exact  amount  of  pollutant. 
Additionally,  Teflon  filters  are  not‐conductive materials  and  will  hold 
static charges collected on them. For these two reasons, filters must be 





flow  and  coarse  particles  flow  of  the  instrument  with  two  different 
rotameters. Hence, both  rotameters must be calibrated  independently. 
However,  it  is  necessary  to  check  for  air  leakage  before  starting 
calibration. Appendix 1 shows the required precalibration system check. 
This protocol  is to be repeated each time the sampler  is transported to 




 A  transfer  standard  flow  meter  is  necessary  to  calibrate  the  flow 
controlling unit of the Dichotomous Sampler (Thermo Anderson, 1997). 
A  dry  gas  transfer  standard  with  traceable  calibrations  to  EPA 
standardized  equipment  is  the  preferred  option  for  this  procedure. 
However, there was no availability of such equipment during the course 
of  this  research.  Instead,  the  following  NIST  traceable  standards 










The  Streamline  Flow Meter  performance was  compared  to  a  dry  gas 
transfer standard owned by the Louisiana Department of Environmental 
Quality (LDEQ) ‐ Air Quality Monitoring Laboratory of Baton Rouge, LA. 







The  sampling  unit  inlet  was  removed  to  calibrate  the  Dichotomous 





Innov‐X  XRF  Alpha  series  analyzers  offer  easy  to  use  equipment  for  non 
destructive assays able  to  identify metals and heavy metals  in solid samples, 
such as soil, solid surfaces, or  filters. Additionally, these  instruments are able 
to perform similar tests in liquid samples. Innov‐X offers a specific method for 
the  analysis  of  thin  37mm  Teflon  filter,  which  is  exactly,  the  same  filters 
utilized  by  the  Andersen  Dichotomous  Sampler  (Innov‐X  2006).    XRF 








Every  element  of  the  periodic  table  can  be  identified  by  the  number  of 
protons in its nucleus. In stable state, the number of protons is equal to the 
total  number  of  electrons  located  on  the  different  orbits  around  the 
nucleus.  Energy  Dispersion  X‐Ray  Fluorescence  (ED‐XRF)  utilizes  the 





strike  the  sample material, displacing  the electrons  in  the orbits with  low 




an  outer  orbit  to  an  inner  orbit,  it  emits  a  type  of  energy  known  as 






The  energy  (E)  of  the  emitted  fluorescent  photon  is  determined  by  the 
difference  in energy between  the  initial  and  final orbital of  the  individual 
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 transition.  Additionally,  the  intensity  of  the  fluorescent  emission  is 
measured to determine the quantity of the newly identified element. Then, 
the  result of  the  analysis  is presented  as  a plot of  Energy  (KeV)  vs.  X‐ray 
intensity  in  the  interactive  screen  of  the  analyzer.  Figure  6  shows  an 
example of the plotted spectrum form a sampled material with the Innov‐X 






The  standardization of  the XRF analyzer must be performed each  time 
the equipment is turned on or every 1 hr in a continuous use. Luckily, it 









Originally,  this  research  aimed  to  collect  ambient  air  from  heavily  transited 
street  intersections  of  the  City  of  New  Orleans.  The  original  idea  was  to 
measure the concentration of heavy metals in ambient particulate matter of a 
street where  cars,  busses,  and  pedestrians were  present  at  the  same  time. 
Then, it was desired to estimate the health effect of those toxic pollutants on 
the  health  of  the  exposed  pedestrian.  However,  it  was  impossible  to 
coordinate  the  placement  of  the  collection  device  with  the  New  Orleans 
department of  transportation on  time  to meet  the dead‐line  for  the present 
project.   
Fortunately,  permission  was  obtained  to  place  the  Anderson  Dichotomous 
Sampler on the roof of an antique Creole house located on the intersection of 




The  Louisiana DEQ  permanently monitors  the  ambient  air  quality  of  several 
points  of  the  state  under  the  Louisiana  Ambient  Air  Monitoring  Program. 
Seven of  them  are  in  the Greater New Orleans  area, but only  four of  those 
seven  sites monitor  PM2.5  and/or  PM10.  Figure  7  shows  the  sample  points 
operated by LDEQ in the South‐east region of Louisiana, and Table 7 has a list 
of the sampling sites in the Greater New Orleans area. The sampling points in 


















































name  of  the  business  is  Pirate’s  Alley  Café,  and  its mailing  address  is  622 
Pirate’s Alley, New Orleans, LA. Appendix 3 contains pictures of the ambient air 
sampling site.  
Pirate’s Alley Café  is  located on what was once  the  former  Spanish Colonial 
Prison of 1769, which was called “El Calabozo”. As a curious note, the famous 







 brother,  also  served  several months  in  the  same  prison,  but  he  eventually 
escaped (Seville, 2007).  
“El Calabozo” was demolished in 1837 and the land was sold to build the house 
that  still  stands  today.  This historic Creole house was once occupied by  the 
famous southern writer William Faulkner, and it was the place where he wrote 
his  first novel  “Soldiers’ Pay”  in 1926. Afterward,  Faulkner was awarded  the 
Nobel Prize for Literature in 1949 (Seville, 2007). 
Besides  the  old  “Calabozo”  and  Faulkner’s  house,  the  ambient  air  sampling 
point on Pirate’s Alley  is surrounded by some of  the most  important historic 
buildings  in New Orleans. As a matter of fact, the Pirate’s Ally Café  is only six 
feet away  from  the Cabildo Museum. The Cabildo was built  in 1726 and was 
the place where the French Empire and the USA signed the Louisiana Purchase 
in 1803.  Finally,  the  Saint  Louis Cathedral, probably  the most  representative 
landmark of New Orleans, is less than twenty feet away from the Pirate’s Alley 




The  complete  study  involved  the  gravimetric  analysis  of  the  Dichotomous 












 As  mentioned  before,  ambient  air  was  sampled  from  the  French  Quarter. 
However,  weighting  of  the  filters  was  always  performed  in  the  UNO 
Wastewater  Research  Laboratory  supervised  by  Dr.  Enrique  La Motta.  This 








At  the  beginning  of  the  research,  there was  the  intention  to  utilize  a UNO 
property  XRF  analyzer,  but  technical  problems with  the  instrument made  it 
impossible  to start  recording data with  this  it. The Louisiana DEQ provided a 
newer version of the analyzer to perform the experiments, and this is the one 
that was used during the whole research even though the UNO  instrument  is 
currently operative. Description of both analyzers  is presented  in Table 8.  In 
















































The  first step  in the generation of the PM data was the  identification of the 
correct air flow sampling at the collection site. As mentioned in Chapter 2, the 
total flow of air collected with the Anderson Dichotomous Sampler model 240 
must  be  16.7  L/min.  Therefore  it  is  necessary  to  take  account  on  the 
difference of ambient temperature and pressure between the sampling point 









































































  Sampling   Desired Flow at   Calibration  Corrected Flow  Fix Rotameters 
  Site  Sampling Site   Site   for Calibration   at : 






(⁰C)  P (atm)  Coarse  Total  Coarse  Total 
1  20  1.007  1.67  16.7  18.8  1.006  1.57  15.71  1.72  16.35 
2  19.44  1.006  1.67  16.7  18.8  1.006  1.62  16.15  1.76  16.84 
3  18.89  1.006  1.67  16.7  18.8  1.006  1.66  16.62  1.80  17.38 
4  21.01  1.007  1.67  16.7  18.8  1.006  1.50  14.96  1.66  15.49 





for  this  project.  The  first  two  samples  (coarse  and  fine  particles)  were 
collected  in  24  hrs  runs  of  the  Dichotomous  Sampler.  The  last  three 
experiments were performed using longer collection time. The reason for this 
change in the protocol is that the analytical balance available in the laboratory 
has  a  sensitivity  of  100  µg.  It  means  that  the  smallest  weight  difference 
accurately  measurable  with  this  instrument  is  100  µg.  Therefore,  the 
collection  time  was  changed  to  a  longer  period  in  order  to  collect  larger 








collection  time  (in minutes) multiplied  by  the  sampling  flow  rate  for  fine 
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 particles  (15.00 L/min = 0.015 m3/min). On  the other hand,  the calculations 
for  PM10  involved  the  net mass  of  all  the  particles  collected  (both  filters), 
while volume of air sampled was obtained by multiplying  the sampling  time 
(in minutes) times the total flow rate (16.7 L/min = 0.0167 m3/min).  Table 16 
shows  the  PM  concentrations  found  in  the  New  Orleans  Historic  District 
during the month of October and November of 2008.  
 














Surprisingly,  PM2.5  and  PM10  are  both much  smaller  than  expected  taking 
account of the amount of cars and heavy duty vehicles transiting close to the 
sampled area. Likewise, the proximity to the Mississippi river could represent 
a  source  of water  vapor which  also  contributes  to  the  amount  of  ambient 
PM10. However,  the  low PM  values  in  the New Orleans Historic District are 
reasonable  explanation  of why  LDEQ  does  not monitor  ambient  air  in  the 
French Quarter area. LDEQ usually pay attention to those Louisiana areas with 
pollution  levels  above  80%  of  NAAQS.  Appendix  5  shows  the  a  map  of 








in  front  of  a  water  body  (Kenner).  Figure  10  shows  a  plot  of  the  PM 
concentration  found  in each of  the 5 experiment performed, and Figure 11 




















X‐Ray emitter analyzer. Each  sample was  recorded  three  times  to allow  the 
XRF analyzer collect data from three different spots of each filter. Innov‐X A‐
6500  series  presents  the  data  in MS  Excel  format, which  greatly  facilitates 
processing of the information. 
No data for heavy metal was recorded, which might mean that the amount of 
heavy metal suspended  in  the sampled air  is  just  too  low  to be detected by 






Table  13:  Metal  Concentration  found  in  Teflon  filters  after  Gravimetric 
Analysis 
  Cr (ug/cm^2)  Fe (ug/cm^2)  Ni (ug/cm^2)  Au (ug/cm^2) 


















Blank  0.99  0.99  1.46  1.46  0.1  0.1  <LOD  <LOD 
1  0.82  0.94  1.32  2.28  0.08  0.14  <LOD  <LOD 
2  0.87  0.92  1.5  2.29  0.1  0.12  <LOD  0.32 
3  0.75  0.82  1.34  2.56  0.12  <LOD  <LOD  <LOD 
4  0.91  0.81  1.21  2.84  <LOD  0.09  <LOD  <LOD 




Following  the XRF analysis  it was estimated  the  concentration of metals on 
the  fractions  of  particulate matter  studied.  As  noted  in  table  17,  the  data 
collected from the XRF analysis is presented in µg of pollutant per unit area of 
the filter analyzed. Then, it was necessary to correct that information to µg of 
pollutant  per  volume  of  air,  but  there  were  samples  taken  in  24hrs  runs 
(Experiments 1 and 2) and other taken  in 48 hrs runs (Experiments 3, 4, and 









































Table  14:  Metal  Concentration  in  ambient  air  PM  of  the  New  Orleans 
Historic District 
 
              Mass fraction  Concentration 
  (µg Metal/cm^2)  (µg Metal/filter)   (Metal/PM)  (µg Metal 
  PM2.5  PM2.5‐10  PM2.5  PM2.5‐10  PM2.5  PM10  / m^3 air) 
Cr  0.73  0.73  0.08  0.08  2.53E‐04  2.54E‐04  3.26E‐03 
Fe  1.18  2.55  0.13  0.27  4.10E‐04  8.86E‐04  8.34E‐03 
















With  the  information  in  Tables 4  and  5  it was possible  to  estimate  the Air 






























Ambient  quality monitoring  assays must  be  designed,  initiated,  performed, 
and  concluded  with  a  specific  intention  in  mind.  Likewise,  the  principal 
objective  of  most  environmental  assessments  is  to  protect  human  health 
through  the  determination  of  ambient  quality.  Therefore,  the  focus  of  this 
research  was  to  estimate  the  concentration  of  pollutants  that  have  been 
identified  as  detriments  to  public  health  in  a  heavily  populated  area. 
Additionally to the stimulus of watching over public health, it was  intended to 
help in the assessment of pollution concentration high enough to deteriorate 




• The  concentration  of  particulate  matter  with  aerodynamic  diameter 
equivalent or  lower than 2.5 µm  in the New Orleans Historic District, 
Louisiana,  during  the months  of October  and  November  of  2008  is 
found to be of 7.16 µg/m3. 
• The  concentration  of  particulate  matter  with  aerodynamic  diameter 
equivalent or  lower  than 10 µm  in  the New Orleans Historic District, 
Louisiana,  during  the months  of October  and November  of  2008  in 
found to be of 15.08 µg/m3. 
• The New Orleans Historic District present an Quality Ambient  Index of 
23.10,  which  helps  to  describe  the  ambient  air  of  that  region  as 













a  reliable and easy operative piece of equipment once  it  is correctly 
calibrated. Moreover,  it  could be used  to  collect data  to be used  in 
environmental  report  to  be  presented  to  the  EPA  according  to  the 
Federal Reference Methods (FMR). 
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1. Place a pair of 37mm Teflon  filters  into  two polyolefin  ring  filter 
holders. Coarse and  fine particles are collected  in  the same  type 
of filter, but yellow rings are used to differentiate coarse particles 
filters, while white  rings are used  for  fine particles  filters. Filters 




that  the Teflon membrane  is  closer  to  the  screen. Again, yellow 
color  indicates  the  coarse  and white  indicates  the  fine particles 
filters.  Figure  5  shows  a  picture  of  the  coarse  filter  placing 
process. 




vacuum gauge. After  few  seconds,  the  vacuum gauge will  reach 
maximum reading (23 to 27 inHg).  
6. When  maximum  vacuum  is  achieved  turn  off  the  pump  and 
measure the time it takes the pressure to drop below 5 inHg.  
Note: Leak free systems should  indicate maximum vacuum of 23 
inHg  or more,  and  it  should  take more  than  60  second  for  the 
vacuum pressure to drop below 5 inHg. 







2. Turn  on  sampler  pump  and  open  both  (total  and  coarse) 











2. Turn  on  sampler  pump  and  open  both  (total  and  coarse) 






6. Subtract  corrected  value  for  21  SLPM  of  the  total  rotameter 










































































































































1  0.1234  yellow  Coarse  0.1239  12:00 n  4:00pm  1680  2.81 
                  






























Y5  0.1253  yellow  Coarse  0.1255  4:00pm  4:00pm  1440  2.40   
                     






























Y7  0.1223  yellow  Coarse  0.1227  4:00pm  2:00pm  2760  4.61   
                     





































Y7  0.1241  yellow  Coarse  0.1244  2:00pm  3:00pm  2940  4.91   
                     






























Y7  0.1235  yellow  Coarse  0.1239  3:00pm  3:00pm  2880  4.81   
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